EXIT ROUTING STATION 
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( START 1 



LISTEN ON A MULTICAST ADDRESS 
FOR DATAGRAMS MULTICAST IN A 
FIRST SUBNETWORK 



RECEIVE A DATAGRAM INCLUDING 
A HEADER AND CONTENT DATA 
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STRIP THE HEADER FROM 
THE CONTENT DATA 



APPLY TO THE CONTENT DATA A NEW HEADER 
SUITABLE FOR ROUTING BETWEEN SUBNETWORKS 



TRANSMIT THE MODIFIED DATAGRAM TO AN ENTRY 
ROUTING STATION IN A SECOND SUBNETWORK 
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Figure 3 
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ENTRY ROUTING STATION 
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RECEIVE A DATAGRAM FROM 
THE EXIT ROUTING STATION 



STRIP THE HEADER 
FROM THE CONTENT DATA 
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Y" 



APPLY A NEW HEADER TO THE CONTENT DATA TO 
FORM A RECONSTRUCTED DATAGRAM SUITABLE FOR 
MULTICAST WITHIN THE SECOND SUBNETWORK 



MULTICAST THE RECONSTRUCTED 
DATAGRAM IN THE SECOND SUBNETWORK 
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( END J 



Figure 4 



